
CASE STUDY

THE BRIEF:
Our customer, a homeowner in Brisbane’s inner west, sought a 
cost-effective, easy to install and aesthetically pleasing driveway 
surface to cover their existing unsealed, sloping driveway

DESIGN REQUIREMENTS:
The homeowner’s driveway area measured 12m long by 4m wide. 
The customer wanted a solution that could be quickly installed and 
used immediately once installation was complete. Our customer 
also required a long-term solution that was cost-effective yet 
could be trusted to stabilise the driveway without deteriorating 
over time. Critical to successfully delivering the right solution was 
addressing the driveway’s 20° uphill gradient.  
 
THE SOLUTION:
In liaising with the customer, it was determined that the project 
would best be solved by installing the Geohex permeable paving 
system. The unique design of the Geohex system guarantees that 
it can support any driveway or surface with a gradient of up to 
20° in either direction. Gradients of 10° and under don’t require 
any pinning of the Geohex sheets to the substructure, however, 
gradients between 10° and 20° require pinning (with a landscape 
screw or tent peg measuring 150mm-200mm) in each of the four 
corners and into the substructure. 

This simple process of securing the Geohex to the substructure 
ensures that it remains in place – a fact that we guarantee, 
provided the installation is performed correctly as per our 
instructions. Correct installation is key for sloping Geohex 
driveways. As such, our network of trusted installers is readily 
available to all customers to ensure that all Geohex installations 
are precisely executed for perfect results. If you are installing 
Geohex yourself as a DIY project, we can connect you with a 
qualified Geohex installer who can talk you through the process 
and be your point of contact should need assistance.

WHY GEOHEX:
Designed and manufactured in Australia to ISO9001:2014 
standards and made from high impact resistant 100% recycled 

and recyclable co-polymer polypropylene, the Geohex 
permeable paving system is the ideal solution for stable 
driveways when concrete or asphalt isn’t desired. Geohex 
offers an aesthetically pleasing, decorative natural finish, 
is porous to accommodate drainage requirements, and by 
design offers structure and stability when completely filled in 
with the customer’s chosen fill material (no more than 15mm 
Aggregate). 

Another key benefit of Geohex’s permeable paving system is 
that it is so simple and quick to install (in any weather) that 
customers themselves often conduct the installation as their 
own DIY project (saving on labour costs as a result). 

THE RESULT:  
As a result of choosing Geohex, the only Australian-based and 
Australian-manufactured product of its kind on the market, 
the customer received an aesthetically pleasing, stable 
and sealed solution for its sloping driveway. The Geohex 
permeable paving system was a cost-effective, easy to install 
solution that was immediately ready for use.
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